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Environmental Protection Agency § 80.60 

§ 80.60 Test fleet requirements for ex-
haust emission testing. 

(a) Candidate vehicles which conform 
to the emission performance require-
ments defined in paragraphs (b) 
through (d) of this section shall be ob-
tained directly from the in-use fleet 
and tested in their as-received condi-
tion. 

(b) Candidate vehicles for the test 
fleet must be screened for their ex-
haust VOC emissions in accordance 
with the provisions in § 80.62. 

(c) On the basis of pretesting pursu-
ant to paragraph (b) of this section, the 
test fleet shall be subdivided into two 
emitter group sub-fleets: the normal 
emitter group and the higher emitter 
group. 

(1) Each vehicle with an exhaust 
total hydrocarbon (THC) emissions 
rate which is less than or equal to 
twice the applicable emissions stand-
ard shall be placed in the normal emit-
ter group. 

(2) Each vehicle with an exhaust THC 
emissions rate which is greater than 
two times the applicable emissions 
standard shall be placed in the higher 
emitter group. 

(d) The test vehicles in each emitter 
group must conform to the require-

ments of paragraphs (d)(1) through (4) 
of this section. 

(1) Test vehicles for the normal emit-
ter sub-fleet must be selected from the 
list shown in this paragraph (d)(1). This 
list is arranged in order of descending 
vehicle priority, such that the order in 
which vehicles are added to the normal 
emitter sub-fleet must conform to the 
order shown (e.g., a ten-vehicle normal 
emitter group sub-fleet must consist of 
the first ten vehicles listed in this 
paragraph (d)(1)). If more vehicles are 
tested than the minimum number of 
vehicles required for the normal emit-
ter sub-fleet, additional vehicles are to 
be added to the fleet in the order speci-
fied in this paragraph (d)(1), beginning 
with the next vehicle not already in-
cluded in the group. The vehicles in the 
normal emitter sub-fleet must possess 
the characteristics indicated in the 
list. If the end of the list is reached in 
adding vehicles to the normal emitter 
sub-fleet and additional vehicles are 
desired then they shall be added begin-
ning with vehicle number one, and 
must be added to the normal emitter 
sub-fleet in accordance with the order 
in table A: 

TABLE A—TEST FLEET DEFINITIONS 

Veh. No. Fuel system Catalyst Air injection EGR Tech. 
group Manufacturer 

1 ........... Multi ...................... 3W ........................ No Air ................... EGR ..................... 1 GM. 
2 ........... Multi ...................... 3W ........................ No Air ................... No EGR ................ 2 Ford. 
3 ........... TBI ........................ 3W ........................ No Air ................... EGR ..................... 3 GM. 
4 ........... Multi ...................... 3W+OX ................ Air ......................... EGR ..................... 4 Ford. 
5 ........... Multi ...................... 3W ........................ No Air ................... EGR ..................... 1 Honda. 
6 ........... Multi ...................... 3W ........................ No Air ................... No EGR ................ 2 GM. 
7 ........... TBI ........................ 3W ........................ No Air ................... EGR ..................... 3 Chrysler. 
8 ........... Multi ...................... 3W+OX ................ Air ......................... EGR ..................... 4 GM. 
9 ........... TBI ........................ 3W+OX ................ Air ......................... EGR ..................... 7 Chrysler. 
10 ......... Multi ...................... 3W ........................ Air ......................... EGR ..................... 5 Toyota. 
11 ......... Multi ...................... 3W ........................ No Air ................... EGR ..................... 1 Ford. 
12 ......... Multi ...................... 3W ........................ No Air ................... No EGR ................ 2 Chrysler. 
13 ......... Carb ..................... 3W+OX ................ Air ......................... EGR ..................... 9 Toyota. 
14 ......... TBI ........................ 3W ........................ No Air ................... EGR ..................... 3 Ford. 
15 ......... Multi ...................... 3W+OX ................ Air ......................... EGR ..................... 4 GM. 
16 ......... Multi ...................... 3W ........................ No Air ................... EGR ..................... 1 Toyota. 
17 ......... Multi ...................... 3W ........................ No Air ................... No EGR ................ 2 Mazda. 
18 ......... TBI ........................ 3W ........................ No Air ................... EGR ..................... 3 GM. 
19 ......... Multi ...................... 3W+OX ................ Air ......................... EGR ..................... 4 Ford. 
20 ......... Multi ...................... 3W ........................ No Air ................... EGR ..................... 1 Nissan. 

TABLE B—TECH GROUP DEFINITIONS IN TABLE A 

Tech group Fuel system Catalyst Air injection EGR 

1 ................ Multi .................................. 3W .................................... No Air ................................ EGR. 
2 ................ Multi .................................. 3W .................................... No Air ................................ No EGR. 
3 ................ TBI .................................... 3W .................................... No Air ................................ EGR. 

VerDate Aug<31>2005 09:08 Sep 13, 2007 Jkt 211157 PO 00000 Frm 00677 Fmt 8010 Sfmt 8010 Y:\SGML\211157.XXX 211157rf
re

de
ric

k 
on

 P
R

O
D

1P
C

67
 w

ith
 C

F
R



668 

40 CFR Ch. I (7–1–07 Edition) § 80.61 

1 EPA Technical Report EPA-AA-TSS-91-1. 
Copies may be obtained by ordering publica-
tion number PB92104405 from the National 
Technical Information Service, 5285 Port 
Royal Road, Springfield, Virginia 22161. 

TABLE B—TECH GROUP DEFINITIONS IN TABLE A—Continued 

Tech group Fuel system Catalyst Air injection EGR 

4 ................ Multi .................................. 3W+OX ............................. Air ..................................... EGR. 
5 ................ Multi .................................. 3W .................................... Air ..................................... EGR. 
6 ................ TBI .................................... 3W .................................... Air ..................................... EGR. 
7 ................ TBI .................................... 3W+OX ............................. Air ..................................... EGR. 
8 ................ TBI .................................... 3W .................................... No Air ................................ No EGR. 
9 ................ Carb .................................. 3W+OX ............................. Air ..................................... EGR. 

Legend: 
Fuel system: 

Multi = Multi-point fuel injection 
TBI = Throttle body fuel injection 
Carb = Carburetted 

Catalyst: 
3W = 3–Way catalyst 
3W+OX = 3–Way catalyst plus an oxidation 

catalyst 
Air Injection: 

Air = Air injection 
EGR = Exhaust gas recirculation 

(2) Test vehicles for the higher emit-
ter sub-fleet shall be selected from the 
in-use fleet in accordance with para-
graphs (a) and (b) of this section and 
with § 80.59. Test vehicles for the higher 
emitter sub-fleet are not required to 
follow the pattern established in para-
graph (d)(1) of this section. 

(3) The minimum test fleet size is 20 
vehicles. Half of the vehicles tested 
must be included in the normal emitter 
sub-fleet and half of the vehicles tested 
must be in the higher emitter sub-fleet. 
If additional vehicles are tested beyond 
the minimum of twenty vehicles, the 
additional vehicles shall be distributed 
equally between the normal and higher 
emitter sub-fleets. 

(4) For each emitter group sub-fleet, 
70 ±9.5% of the sub-fleet must be LDVs, 
& 30 ±9.5% must be LDTs. LDTs include 
light-duty trucks class 1 (LDT1), and 
light-duty trucks class 2 (LDT2) up to 
8500 lbs GVWR. 

§ 80.61 [Reserved] 

§ 80.62 Vehicle test procedures to 
place vehicles in emitter group sub- 
fleets. 

One of the two following test proce-
dures must be used to screen candidate 
vehicles for their exhaust THC emis-
sions to place them within the emitter 
group sub-fleets in accordance with the 
requirements of § 80.60. 

(a) Candidate vehicles may be tested 
for their exhaust THC emissions using 

the Federal test procedure as detailed 
in 40 CFR part 86, with gasoline con-
forming to requirements detailed in 40 
CFR 86.113–90. The results shall be used 
in accordance with the requirements in 
§ 80.60 to place the vehicles within their 
respective emitter groups. 

(b) Alternatively, candidate vehicles 
may be screened for their exhaust THC 
emissions with the IM240 short test 
procedure.1 The results from the IM240 
shall be converted into results com-
parable with the standard exhaust FTP 
as detailed in this paragraph (b) to 
place the vehicles within their respec-
tive emitter groups in accordance with 
the requirements of § 80.60. 

(1) A candidate vehicle with IM240 
test results <0.367 grams THC per vehi-
cle mile shall be classified as a normal 
emitter. 

(2) A candidate vehicle with IM240 
test results ≥0.367 grams THC per vehi-
cle mile shall be classified as a higher 
emitter. 

§§ 80.63–80.64 [Reserved] 

§ 80.65 General requirements for refin-
ers and importers. 

(a) Date requirements begin. The re-
quirements of this subpart D apply to 
all gasoline produced, imported, trans-
ported, stored, sold, or dispensed: 

(1) At any location other than retail 
outlets and wholesale purchaser-con-
sumer facilities on or after December 1, 
1994; and 

(2) At any location on or after Janu-
ary 1, 1995. 

(b) Certification of gasoline and RBOB. 
Gasoline or RBOB sold or dispensed in 
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